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DIMENSIONS

SCALE 1:20

NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETERS (mm) UNLESS NOTED
OTHERWISE.

2. ALL CONCRETE TO BE IN ACCORDANCE WITH IS EN 206.
3. PRECAST KERBS TO BE IN ACCORDANCE WITH IS EN 1340:2003.

4. ALL LEVELS ARE IN METERS AND RELATE TO THE ORDNANCE SURVEY
DATUM.

5. VERIFY EXISTING LEVELS PRIOR TO COMMENCEMENT OF WORKS.
REPORT ANY DISCREPANCIES IMMEDIATELY TO THE ENGINEER.

6. THE LOCATION OF EXISTING SERVICES IN INDICATIVE ONLY. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE THE EXISTENCE,
PRECISE LOCATION AND DEPTH OF ANY SERVICE OR ADDITIONAL
SERVICES NOT SHOWN WITHIN THE SITE.

7. EXISTING TREES ARE TO BE PROTECTED FROM SITE TRAFFIC AND
HEAVY MACHINERY. GROUND IN ROOT PROTECTION ZONES OF
EXISTING TREES IS NOT TO BE COMPACTED BY SITE TRAFFIC.

8. ALL ITEMS OUTLINED ON THIS DRAWING TO BE READ IN
CONJUNCTION WITH THE SPECIFICATION AND BILL OF QUANTITIES.

9. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL ENGINEERS
& ARCHITECT'S DRAWINGS.FIGURED DIMENSIONS ONLY (NOT SCALING)
TO BE USED. WHERE A CONFLICT OF INFORMATION EXISTS OR IF IN
ANY DOUBT
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